
HTX-AE292

14.9 kW

HTX-AE292 Air-Cooled Diesel Engine
HTX-AE292 is a twin-cylinder air-cooled diesel engine: 14.9 kW (20.3 hp) rated at 3600 rpm. 0.997 L displacement, fuel consumption 240 g/kWh, net
weight 78 kg.

SPECIFICATIONS

Rated speed 3600 rpm

Rated power 14.9 / 20.3hp kW / hp

Bore x Stroke 2-92 x 75 mm

Displacement 0.997 L

Compression ratio 19:1

Max torque 39.53 N.m

Fuel consumption ≤240 g/kW.h

Oil capacity 2.8 L

Start mode Electric start

Net weight 78 kg

Overall dimension 582*462*582 mm KEY FEATURES

In-line twin-cylinder air-cooled diesel, 14.9kW at 3600rpm
Direct injection

Maximum torque 39.53 N.m
Forced air cooling, no radiator or coolant

12V electric start

APPLICATIONS

Generator Set · Water Pump · Light Construction · Agriculture

ORDERING & EXPORT

Warranty 12 months / 1,000 hours (whichever
first) — manufacturing defects,
replacement parts

Packaging Confirmed with each order

HTX Motor · sales@htxmotor.com · WhatsApp +85252296650
htxmotor.com/en/products/htx-ae292/

Specifications subject to change as products are improved. Final terms per the signed
Proforma Invoice.


